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Retrofitting BMW Performance air inlet system E 8x / E 9x ECE
BMW 1 Series
BMW 3 Series

Installation time
The installation time is approx. 0.5 hours. This may vary depending on the condition of the car and the 
equipment in it.

Important information
These installation instructions are primarily designed for use within the BMW dealership organisation and by 
authorised BMW service companies.

In any event, the target group for these installation instructions is specialist personnel trained on BMW cars with 
the appropriate specialist knowledge.

All work must be completed using the latest BMW repair manuals, circuit diagrams, servicing manuals and work 
instructions, in a rational order, using the prescribed tools (special tools) and observing current health and safety 
regulations.

Print out the attached workshop certificate, complete and give to the customer with the TÜV report. 

If you experience installation or function problems, restrict troubleshooting to approx. 0.5 hours for 
mechanical work and 1.0 hour for electrical work. 
To avoid unnecessary extra work and/or costs, an inquiry is to be sent straight away to the technical parts support 
via the Aftersales Assistance Portal (ASAP). 
Specify the following information: 
- Chassis number, 
- Part number of the retrofit kit, 
- A precise description of the problem, 
- Work steps already carried out. 

Do not archive the hard copy of these installation instructions since daily updates are made by ASAP! 

All the figures show LHD cars, proceed accordingly on RHD cars.

Piktogramme

Kennzeichnet Hinweise, die Sie auf Besonderheiten aufmerksam machen.

Kennzeichnet das Ende des Achtung- oder Hinweis-Textes.

Special tools required
None

Retrofit kit no. 13 72 0 444 748 BMW Performance air inlet system E 8x ECE
13 72 0 444 750 BMW Performance air inlet system E 9x ECE



© BMW AG, Munich 01 29 2 148 808 06/2008 (V/Z) 2

Contents

Section Page

1. Overview of parts for BMW Performance air inlet system E 8x / E 9x ECE  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  3

2. Preparatory work  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  4

3. Installation of BMW Performance air inlet system E 8x / E 9x ECE  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  5

4. Concluding work and coding . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  8

5. Workshop certificate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9



© BMW AG, Munich 01 29 2 148 808 06/2008 (V/Z) 3

1. Overview of parts for BMW Performance air inlet system E 8x / E 9x ECE

Legend
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081 0046 V

A Top section of intake filter housing

B Carbon intake duct

C Bonnet seal

D Air guide

E Torx screws (7x)

F Sport air filter insert
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2. Preparatory work

ISTA no.

Conduct a brief test – – –

Disconnect negative pole of battery 12 00 ...

First, the following components must be removed.

Replace air filter insert with sport air filter insert F 13 72 001
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3. Installation of BMW Performance air inlet system E 8x / E 9x ECE

Unscrew Torx screws (1) on both sides. 

Pull standard air intake duct (2) to the rear.

Pull bonnet seal (1) up and off (clipped).

Remove the attachment plug (1) and take out adapter (2).

The attachment plug can be re-used when fitting the 
new air guide.

Attach D air guide to attachment plug (1). 
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3. Installation of BMW Performance air inlet system E 8x / E 9x ECE

Clip bonnet seal C to air guide D.

Insert carbon intake duct B from above.

Plug in carbon intake duct B towards the front.

Insert Torx screws (1) and secure with 1–2 turns to prevent 
them falling out.

Do not tighten Torx screws (1).

Insert top section of intake filter housing A into carbon 
intake duct B and then place on the intake filter housing.
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3. Installation of BMW Performance air inlet system E 8x / E 9x ECE

Secure the top section of the intake filter housing A with the 
screws supplied E.

Secure Torx screws (1) to the B carbon intake duct.

A

E

E

B

1 081 0055 V
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4. Concluding work and coding

This retrofit system does not require coding.

– Connect the battery

– Conduct a brief test

Print out the attached workshop certificate, complete and give to the customer with the TÜV report. 
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Workshop certificate

The BMW Performance air inlet system has been installed according to Installation Instruction No. 01 29 2 148 808 
and the TÜV parts certificate.

Car model: __________________________________________________________

Vehicle identification no.: __________________________________________________________

Parts no.: __________________________________________________________

Vehicle owner: Name and address: ________________________________________

________________________________________

________________________________________

________________________________________

________________________________________

______________________________________
Place, date

______________________________________
Signature of person responsible:
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